
PROPULSION Y GENERACION

Motores principales : 2 x CAT 3512
Potencia : 1280 hp @ 1600 rpm
Velocidad : 15 nudos
Generadores : 2 x CAT 3304B 85 Kw

: 1 x Perkins 20 Kw

AUTONOMIA

Combustible : 95 m3
Agua dulce : 32 m3
Alcance a 12 nudos : 3.600 m.n.
Víveres : 30 días

CAPACIDAD DE CARGA

Bodega : 35 t
Contenedores : 2 x 9 t
Cubierta : 18 t

ESTABILIDAD

Sarchin & Golberg

CERTIFICACION

Lloyd`s Register of Shipping

DESCRIPCION

Buque diseñado de acuerdo a los requerimientos de la Dirección
General del Territorio Marítimo y Marina Mercante Nacional (DGTM).
Sus roles principales son:

• Policía Marítima en la ZEE.
• Fiscalización de las actividades pesqueras.
• Proteger la vida humana en el mar (rescate de náufragos y

heridos).
• Controlar y combatir derrames de hidrocarburos.
• Apoyo de transporte para mantenimiento de señalización marítima
• Remolque de unidad del mismo desplazamiento.

CARACTERISTICAS

Eslora total : 42,5 m
Eslora entre perpendiculares : 37,0 m
Manga : 8,5 m
Puntal a cubierta ppal : 4,0 m
Calado liviano : 2,1 m
Desplazamiento cargado 510 t
Desplazamiento liviano : 320 t
Tripulación : 15 p

ESTRUCTURA

Casco y superestructura de acero. Puente de Gobierno, chimenea
y mástil de aluminio naval.
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PROPULSION AND GENERATION

Main Engines : 2 x CAT 3512
Power :2 x 1280 hp @ 1600 rpm
Speed : 15 Knots
Generators : 2 x CAT 3304B 85 Kw

: 1 x Perkins 20 Kw

RANGE

Fuel 95 m3
Fresh water 32 m3
Range at 12 knots : 3600 n.m.
Supplies : 30 days

CARGO CAPACITY

Hold : 35 t
Containers : 2 x 9 t
Deck : 18 t

STABILITY

Sarchin &Golberg

CERTIFICATION

Lloyd`s Register of Shipping.

DESCRIPTION

This ship has been designed in accordance with the requirements
of the Dirección General del Territorio Marítimo y Marina Mercante
Nacional (DGTM). Her main tasks are as follows:
• Maritime police in the EEZ.
• Fishing and ocean resources protection.
• Protection of human life at sea (rescue of wounded and

shipwrecked persons).
• Oil spill containment and recovery.
• Transportation for maritime signals maintenance.
• Support for special tasks.
• Towing operations.

MAIN CHARACTERISTICS

Length overall : 42.5 m
Length between pp : 37.0 m
Breadth : 8.5 m
Depth to main deck : 4.0 m
Light draught : 2.1 m
Full load displacement 510 t
Light displacement : 320 t
Crew : 15 p

STRUCTURE

Steel hull and superstructure. Naval aluminium steering bridge,
funnel and mast.


